
Cautions:

Do not use diluent, ethyl alcohol etc to clean the surface 

to avoid any damage to the surface and components.

1.

Handle this device with care to avoid any damage to 

this device.
2.

Features:

■  Compact, light weight and portable 

■  Compatible with small camcorders and DSLRs

■  Made by carbon fiber and Aluminum

■  Easy to find balance

■  With quick release design

■  Foldable legs

■  Back-and-forth, left-right, up-down adjust ment

Specifications:

■  Maximum product size: 10*8*41cm

■  Minimum product size: 10*8*29.8cm 

■  Product weight: 0.45kg (net)

■  Product weight: 1.15kg (incl. counterweights)

■  Quick release plate: 10cm length

Components:

1.  1/4” camera locking screw

2.  Quick release plate

3.  Locking screw

4.  Locating screw

5.  Head

6.  Locking screw

7.  Locking screw

8.  Hand grip

9.  Axis

10.  Lock sleeve

11.  Large weights

12.  Medium weights

13.  Small weights

14.  Triangular fixed plate

Maintenance:

Gently tighten each screw/joint section, do not 

overtighten, as it may damage the components.
1.

After using the product in the rain, snow or water, 

extend the tube section and clean it with a damp 

cloth. Make sure that there is no residue of grit, sand 

or salt. Then wait until the product is dry again 

before it is being packed again.

2.

Please store the product in a dry place.4.

Please handle all parts gently and avoid external 

pressure when storing the product.
3.

■  Please read and follow these instrucions,and 
     keep this manual in a safe place.

■  Handle the unit with care.

■  Clean the unit with a soft,dry cloth.

Warnings:

Limited one-year Warranty:

■  Use only parts provided by the manufacturer.

■  Make sure everything is secure before proceeding.

■  Make sure the item is intact and that there are 
     no missing parts.

■  Do not exceed the maximum load capacity.

■  All photos are for illustrative purposes only. 

Sevenoak provides a limited warranty that this product is 

free from defects in materials and workmanship to the 

original purchaser under normal use for a period of one (1) 

year from the original purchase date or thirty (30) days 

after replacement (the “Warranty Period”), whichever 

occurs later. Our responsibility with respect to this limited 

warranty shall be limited solely to repair or replacement, 

at its option, of any product which fails during normal 

consumer use.

To obtain warranty coverage during the Warranty period,

contact your place of purchase (”Seller”) to obtain a return 

merchandise authorization (”RMA”) number, and return to 

Seller the defective product along with proof of purchase 

and the RMA number.

This warranty does not extend to damage or failure which 

results from misuse, neglect, accident, alternation, abuse, 

improper installation or maintenance. EXCEPT AS PROVI-

DED HEREIN, SEVENOAK MAKES NEITHER ANY EXPRESS 

WARRANTIES  NOR ANY IMPLIED WARRANTIES, INCLUDI-

NG BUT NOT LIMITED TO ANY IMPLIED WARRANTY OF 

MERCHANTABILITY OR FITNESS FOR A PARTICULAR PU-

RPOSE. This warranty provides you with specific legal 

rights, and you may also have additional rights which vary 

from state to state.
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Adjust the front and back balance

Loosen the locking screw of the quick release plate 

until it slides and hold the Steady Cam Mini. Slide the 

quick release plate until the front and back is 

completely balanced, then fasten the locking screw 

and lock the quick release plate.

5.

Adjust the direction of the hand grip

Loosen the tooth joint lock and adjust the angle of the 

hand grip according to your desire, then tighten the 

tooth lock.

7.

Adjust the left and right balance

Unlock the head locking screw, hold the hand grip, and 

switch on the cemera to check the horizontal level and 

then adjust again till find the right balance, tighten 

the locking screw.

After adjusting the balance, go back to step 4, make 

sure that the dropping time is within 1-2 seconds. If 

so, you are now ready to start filming.

6.

Locate the longitudinal center of gravity

Adjust accurately and tighten the locking sleeves 

until it’s completely secured. Swing and test if it is 

balanced. Hold the hand grip of Steady Cam Mini, then 

release the Steady Cam Mini from horizontal position 

and let it drop to a vertical position. 

Adjust the length of the pole and make sure the 

dropping time is within 1-2 seconds. If you are using a 

heavier camera, you will need to adjust the length of 

the pole.

4.

Locate the center gravity of the Steady Cam Mini

1~2 seconds

Mounting the camera3.

Mounting the camera on to the quick release 

plate with the included 1/4” screw. Make sure 

that the quick release plate is perpendicular to 

the camera lens. Tighten the 1/4” screw with a 

coin and ensure the camera and the quick release 

plate are installed properly.

3.1

Completely loosen the locking screw on the head, 

then mount the camera and the quick release on 

to the head, make sure the camera is balanced. 

Tighten the locking screw on the head step by 

step.

3.2

Note: tighten the quick release locking screw on 

the head will protect the camera from sliding over 

and fail down.

Now basic installation is completed.

Unlock and lock the weights feet Loose the locking 

screw of the triangular fixed plate, turn the triangu-

lar fixed plate to an unlock position. Unfold the 

weights, turn the triangular fixed plate to locking 

position. Turn the locking screw to lock the triangu-

lar fixed plate. 

1.

Adjust the counterweights Increase or decrease the 

counterweights according to you equipment.

Note: Please keep the counterweights in a safe place 

in case loss them.

2.

Start:
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51g
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